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INDIAN INSTITUTE OF TECHNOLOGY GOA 

At Goa Engineering College Campus 
Farmagudi, Ponda, Goa 403401 
E-mail: purchase@iitgoa.ac.in 

GSTIN: 30AABAI1653D1ZF 
PAN: AABAI1653D 
TAN: BLRI08261B 
 
Enquiry No: IITGOA/2018-19/060      Date: 02/01/2019 

 
IIT Goa invites sealed quotations for the supply of below mentioned items;  
 

Sl. 

No. 

Description of Items Qty 

1 Featherlite EDGE Linear Two-Seater Non-Sharing  

(Detailed Specifications Attached) 

29 Nos. 

 

Terms and conditions:  

1. Quotation must be valid for at least 90 days. 

2. The GSTIN should invariably be mentioned in your offer. 

3. The supplier should provide free delivery and installation at IIT Goa. 

4. The supplier should provide one year warranty for the above stated items.   

5. Prices should be quoted in Indian Rupees inclusive of any shipping/transportation charges. 

6. Delivery and installation must be made within 4 weeks of getting a confirmed order. 

7. Payment: Within 30 days after the delivery and successful installation. 

8. The suppliers shall provide the banking details along with their quote on their letterhead 

duly signed and stamped. 

9. IIT Goa reserves the right to accept and/or reject any/all bids without assigning any reason. 

10. For any clarification, you may kindly contact Mr. Ashok Naik (e-mail: 

srconsultant@iitgoa.ac.in) and Stores & Purchase Department (email: 

purchase@iitgoa.ac.in) till 11/01/2019. 

11) All sealed quotations must reach to the Assistant Registrar (Stores & Purchase), IIT Goa, 

at Goa College of Engineering Campus, Farmagudi, Ponda - Goa by 17:00 Hrs on or before 

23rd January, 2019.  

 

Sd/- 

Asst. Registrar (S&P) 
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Featherlite EDGE Linear Two-Seater Non-Sharing  

 

 

EDGE Linear Two-Seater Non-Sharing 
Size: 900W x 600D x 750H 
SPECIFICATION –  
Table Top: 25mm thick Pre-laminate particle board with 2mm PVC edge 
lipping on all exposed edges.  
Shade: Everest White / Thansau Maple. 
Leg/ Under structure: 50x50mm powder coated MS square leg with 
40x20mm MS cross beams.  Shade:  
Textured Moon Light Grey 
Wire Management: 65mm dia wire manager hole and  
125mm height metal raceway below for wire management with standard cut 
outs (ROMA) 8 module + data socket. 
 

 

 


