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Indian Institute of Technology Goa

Goa College of Engineering Campus, Farmagudi, Ponda - 403401, Goa
Date; 21/02/2019
INVITATION OF BIDS FOR PROCUREMENT OF RESEARCH GRADE
UNIVERSAL RHEOMETER SYSTEM

ENQUIRY NO: IIT 2018-19/116 DTD 21/02/201

1. Quotations are invited in two bid system for procurement of Research Grade Universal
Rheometer System in separate envelopes. Please mention the above-mentioned Title, Enquiry number
and due date for submission of Bids on the sealed cover to avoid the Bid being declared invalid.

2. The address and contact numbers for sending Bids or seeking clarifications regarding this RFP
are given below —

Assistant Registrar
(Stores & Purchase)

IIT GOA, At GEC Campus,
Farmagudi, Ponda — Goa.
403401
ar_sp@iitgoa.ac.in

3. This bid enquiry is divided into three parts as follows:
a. Part | — Contains General Information such as the time, place of submission and opening
of tenders, Validity period of tenders, etc.

b. Part Il — Contains Instructions for the Bidders and essential details of the items/services
required, such as the Schedule of Requirements (SOR), Technical Specifications, Delivery
Period, Place of Delivery and Consignee details.

c. Part Il — Contains Price Bid format, other details etc.

4. This bid enquiry is being issued with no financial commitment and the Institute reserves the right
to change or vary any part thereof at any stage and to with draw it at any stage.
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Indian Institute of Technology Goa

Goa College of Engineering Campus, Farmagudi, Ponda - 403401, Goa

Part | — General information

Tender No. IITGOA/2018-19/116
Tender Date 21.02.2019

Tender Category Goods

Tender Type Open

No. of Envelopes 2

Covers Information / Submission of Bids

Cover No. Cover Type Description Document Type

Technical Specification, Tender
Document, EMD, Schedule of
Technical Requirement and Compliance, Bidders |.pdf
Information/Indian Agent
Information, Previous Supply Order

Financial Financial Bid pdf

Two Bid System:

o,
”n

Note:

The two-bid system will be followed for this tender. In this system bidder must submit their offer in

separate sealed envelopes as — Technical Bid and Financial Bid.

Separate technical bid and financial bid envelopes should be clearly marked as "Envelope No. 1 -

Technical Bid" and "Envelope No. 2 - Financial Bid".

Both these sealed covers are to be put in a bigger cover which should also be sealed and duly super scribed
with our Tender No. & Due Date and to be submitted to the concern department/section mentioned in tender|
document.

Bids should be forwarded by Bidders under their original memo / letter head inter alia furnishing details like
GST number, Bank Details etc. and complete postal & e-mail address of their office.

The technical offer should not contain any price information. If the price quoted is submitted in
technical bid the tender will be rejected at the sole discretion of lIT Goa.

Initially Technical Bids will be opened and evaluated by the purchase committee. Financial Bid of only|
Technically qualified bidders will be opened later.

Contract/ Purchase Order will be awarded to the lowest bidder(L1) of Financial Bid among them.

Form of Contract Supply

EMD Fee Details (in the form of Bank Guarantee/Demand Draft)

EMD Fee INR: |Rs.1,20,000.00




General Conditions of EMD:

a) Bidders are required to submit Earnest Money Deposit (EMD) for an amount of Rs 1,20,000/- along with their
bids. The EMD may be submitted in the form of an Account Payee Demand Draft/Bank Guarantee from any
Public Sector Bank authorized to conduct government business favouring “Indian Institute of Technology Goa,
payable at Goa”. Bids not accompanied by EMD will be rejected.

b) The EMD will be refunded to all the bidder other than the three lowest technically suitable bidder within one
month from the date of opening of the Financial Bid (Cover — Il). The EMD of the bidder other than the bidder
whose offer is accepted will be refunded with in a period of one month after award of Contract.

c) The EMD of the bidder who are not qualified under Cover — | will be refunded within one month from the date
of return of their unopened cover — II.

d) The EMD of the successful bidder will be refunded only after the remittance of security deposit.

e) Where a person whose tender has been received intimates that they are withdrawing their tender before the
validity period or makes any modification in the terms and conditions of the tender which are not acceptable to
IIT Goa (or) fail to furnish the security deposit within the prescribed time, IIT Goa shall without prejudice to any
other right or remedy, be at liberty to forfeit the Earnest Money deposited by such person absolutely. The Bid
Security of the successful bidder would be returned, without any interest whatsoever, after the receipt of
Performance Security from them as called for in the contract.

f) Micro and Small Enterprises (MSEs) registered with National Small Industries Corporation are exempted from
payment of Earnest Money Deposit. However, vendors covered under this category have to submit copy of
registration certificate with present validity along with technical bid, failing which, the bid will be disqualified.

Bid Validity (Days): 180 days

Period of Work/Delivery Period
60 days
(Days):

Pre-Bid Meeting Date & Time: Will be decided on request

Pre-Bid Meeting Place & Address: |NA

A prospective bidder who requires clarification regarding the contents of the
bidding documents shall notify to the Buyer in writing about the clarifications
sought not later than 7 (Seven) days prior to the date of opening of the Bids.
Copies of the query and clarification by the purchaser will be sent to all
Modification and Withdrawal of Bids:| prospective bidders who have participated the bidding documents.

A bidder may modify or withdraw his bid after submission provided that the
written notice of modification or withdrawal is received by the Buyer prior to
deadline prescribed for submission of bids. A withdrawal notice may be sent
by email but it should be followed by a signed confirmation copy to be sent
by post and such signed confirmation should reach the purchaser not later
than the deadline for submission of bids. No bid shall be modified after the
deadline for submission of bids. No bid may be withdrawn in the interval
between the deadline for submission of bids and expiration of the period of
Clarification regarding contents off{bid validity specified. Withdrawal of a bid during this period will result in
the tender document/RFP: Bidder’s forfeiture of bid security.

Canvassing by the Bidder in any form, unsolicited letter and post-tender,
correction may invoke summary rejection with forfeiture of EMD. Conditional
Rejection of bids: tenders will be rejected.

Bidders unwilling to quote should ensure that intimation to this effect
reaches before the due date and time of opening of the Bid, failing which
the defaulting Bidder may be delisted for the given range of items as
Unwillingness to quote: mentioned in this RFP.

Contract Type: Tender



Delivery Location:

Indian Institute of Technology Goa
Goa Engineering College Campus,

Bhausaheb Bandodkar Technical Education Complex,
Veling, Farmagudi, Ponda, Goa

Pin Code:

403401

Bid Submission End Date/Date &

Time Submission:

14.03.2019 at 17:00hrs

Place of Submission of Bid:

Stores & Purchase Department, IIT Goa, Admin Block,
At GEC Campus, Farmagudi, Ponda, Goa-403401

Bid Opening Date & Time:

15.03.2019 at 15:00 hrs

Bid Opening Place:

IIT Goa, Admin Block, At GEC Campus, Farmagudi, Ponda,
Goa-403401

Other Terms & Conditions:

As per mentioned in technical specification

Technical Clarification:

Name: Dr. Arindam Das
Dept: IIT Goa

Email: arindam@iitgoa.ac.in

Tender Inviting Authority:

Name: Assistant Registrar (S&P)
Address: Stores & Purchase Department,

IIT Goa, Admin Block, At GEC Campus,
Farmagudi, Ponda, Goa - 403401

Signing Authority:

Assistant Registrar (S&P)
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Indian Institute of Technology Goa

Goa College of Engineering Campus, Farmagudi, Ponda - 403401, Goa

Part II: Instructions to Bidders

1. Schedule of Requirements — List of items are attached as Annexure ‘A’
2, Technical Details: Technical details are attached in Annexure ‘B’
3. Two-Bid System: In respect of Two-bid system, Bidders are required to furnish clause by clause

compliance of specifications bringing out clearly the deviations from specification, if any.
i) The Bidders are advised to submit the following documents along with Technical Bid —

a) Compliance certificate in the following format;

Para oftender | Specification of ltem Compliance — whether | In case of non-

enquiry offered YES/NO compliance, deviation
specification to be specified in
item-wise (As unambiguous terms
per annexure B)

The offers must strictly be as per the specifications given in Annexure-A. At the same time, it must
be kept in mind that mere copying of our specifications in the quotation shall not make the technical
bid eligible for consideration. A bid has to be supported with original catalogue (not of photo
copy) of the quoted model duly signed by the principals and the same must be sent along
with the technical bid. The quoted model should not become obsolete for a minimum period of
5 years (This is for the availability of spares). Therefore, the model quoted should invariably be
highlighted in the leaflet/literature enclosed with the quotation. Non-compliance with above shall
be treated as incomplete/ambiguous and the bid may be ignored without giving an opportunity to
the bidder for further clarification/negotiation etc.

b) Bidders & Indian Agent’s Information (Annexure C).

c) A copy of Indian Agent Agreement / Authorisation letter from OEM / OEMs along with tender to
be submitted by All Indian Agents, if the manufacturer/supplier is based in abroad.

d) EMD
e) GST/PAN details

f) The Bidder should provide a list of customers of previous supply of a similar/ same range of
equipment to IIT’s/ NIT’ s/Universities with contact details.

i) The following documents should be submitted along with Financial Bid —
a)Price Bid. (Annexure D)
b) Previous order of supplies/Justification of quoted rates. (Annexure E)

4. Delivery Period — supply to be made within 60 days from the effective date of issuance of
Purchase Order. Please note that P.O. can be cancelled unilaterally by the Institute in case items are not
received within the delivery period. Extension of delivery period will be at the sole discretion of the Institute,
with applicability of LD clause.

5. Delivery and Transportation - Place for supply / installation is ‘Indian Institute of Technology
Goa, Ponda — Goa’. The transportation cost & Insurance charges up to the destination is to be borne by
the bidder.



Part Ill: Conditions of Contract

1. Award of Contract:
i IIT Goa shall award the contract to the technically qualified eligible BIDDER whose bid has been
determined as the lowest evaluated financial bid.
. If more than one BIDDER happens to quote the same lowest price, IIT Goa reserves the right to

award the contract to more than one BIDDER or any BIDDER.

2. Prices:
For Import Supplies —

a) Itis mandatory to quote price in CIF/CIP Goa basis only with separate cost breakup.

b) In case of Multiple options of same product, bidders are requested to quote only one best
option and not multiple options.

c) Alllocal taxes, customs duty and clearance charges will be borne by the Institute as
applicable.

d) The supplier shall pay and bear all other liabilities, taxes and duties not specifically agreed by
the Purchaser in the contract.

For Indigenous Supplies —
a) In case of Multiple options of same product, bidders are requested to quote only one best
option and not multiple options.
b) The supplier shall pay and bear all other liabilities, taxes and duties not specifically agreed by
the Purchaser in the contract.

3. Pre-installation:
i Please also mention the pre-installation requirements for the equipment like ambient temperature,
humidity, civil work, weather specifications, power specifications, etc. When items are provided full
performance satisfaction should be demonstrated.

4. Installation:
i Supplier shall be responsible for installation / demonstration wherever applicable and for after sales
service during the warranty period and thereafter as mentioned in the contract.
ii. Installation / demonstration to be arranged by the supplier free of cost and the same is to be done

within 15 days of the arrival of the equipment at site.

5. Training:

i The supplier shall submit training proposal for the operation and maintenance to the personnel of
IIT Goa on the offered equipment/machinery.

ii. Wherever needed, our technical persons should be trained by the supplier at the project site free of
cost. In case the person is to be trained at supplier’s site abroad or in India it should be mentioned in
the quotation clearly. The supplier should bear all the expenses for such training including ‘to & fro’
fares and lodging & boarding charges.

6. Terms of Payment:
i 90% Payment on delivery or by Letter of credit and balance 10% will be paid after satisfactory
installation and commissioning. IIT Goa do not pay any advance payment to supplier.

7. Legal Matter:
i All disputes are subject to Goa jurisdiction only.

8. Penalty/ Liquidated Damages:

i Timely delivery is essence of the contract and hence if any consignment be delayed, liquidated
damages at the rate 0.5% of the price of the delayed consignment, for each week or part whereof
shall be levied and recovered subject to maximum of 10% of total purchase order value.

ii. IIT Goa reserves the right to cancel the order in case the delay is more than 10 weeks. Penalties if
any will be recovered by forfeiting PBG at vendor's cost and risks.



9. Supervision of Erection and Commissioning:

Successful BIDDER shall depute concerned specialist, for supervision of erection & commissioning
of the machine to be carried out. The successful BIDDER shall make necessary arrangement at their
own expenses for stay, transport and other expenses of their Specialist during their stay in Goa
which also includes imparting free of cost training to IIT Goa personnel.

10. Performance Guarantee (GFR 2017 Rule 171):

Vi.

Vii.

viii.

Performance Guarantee Bond is mandatory.

Successful tenderer/ bidder should submit performance guarantee as prescribed above to be sent to
The Assistant Registrar, Stores & Purchase Department, IIT Goa on or before 15 days from the due
date of issue of order acknowledgement. The PBG to be furnished in the form of bank guarantee as
per proforma or annexure of the tender documents, for an amount covering 5 % of the purchase order
value.

The Performance Guarantee should be established in favour of “The Registrar, IIT Goa”.

PBG to be established through any of the National Banks (whether situated at Goa or outstation) with
a clause to enforced the same on their local branch of Goa or any scheduled bank (other than national
bank) situated at Goa. Bonds issued by co-operative banks will not be accepted.

Performance Guarantee Bond shall be for the due and faithfully performance of the contract and shall
remain binding, notwithstanding such variations, alterations for extensions of time as may be made,
given, conceded or agreed to between the successful tenderer and the purchaser under the terms &
conditions of acceptance to the tender.

The successful tenderer is entirely responsible for due performance of the contract in letter and spirit
and all other documents referred to in the acceptance of tenders.

The PBG shall be kept valid during the period of contract and shall continue to be enforceable for a
period of one year/two years (as mentioned in the tender document) or upto warranty period whichever
is later from the date of order acknowledge. In case PBG needs extensions upto warranty period then
supplier shall initiate extensions to PBG one month prior to expiry of PBG.

For successful suppliers, if PBG is not submitted within 15 days from the date of Order
Acknowledgement, then the Purchase Order will be cancelled with forfeiting of EMD.

No interest shall be payable by the buyer to the Bidder on PBG.



List of items required

Annexure A

Sl. No.

Description of Iltems

Qty

Research Grade Universal Rheometer System

01 No.




Annexure — B

Detailed Technical specifications of Research Grade Universal Rheometer System

Research Grade Universal Rheometer System

Measuring head type

Synchronous motor / dc motor with dual drive/single drive.

Basic Measurement
modes

Separate motor transducer (smt) - strain control

Combined motor transducer (cmt)- strain & stress control

Rheology mode - dual drive and dual motor deformation mode in counter-
rotation.

Separately quote the parts required for following upgradation

from single drive unit.

The single drive rheometer should be upgradable to separate motor transducer
(SMT) for the operation in counter rotation mode to visualize the stagnation plane
through microscopy system with the rheometer.

The single drive rheometer should also be upgradable to lower linear motor drive
to facilitate the analysys of solid samples in 3 point bending, dual cantilever, single
cantilever, compression and Tension modes with temperature modes from -150°C
to 600°C. This should be confirmed in the catalogue and respective websites.

Modes / features / measurement modules only capable of
performing with dual drive must be clearly marked
/mentioned.

Minimum torque

1 nN.m or better (rotation); 0.5 nN.m of better (oscillation)

Maximum torque

230 mN.m or better

Angular deflection

0.05 to oo or better

Motor bearings

Dual air bearings in each motor

Speed range

10-9 or less to 314 rad /s with single drive & up to 628 rad/s with dual drive in
counter rotation

Motor control

Digital current source with high speed digital signal processing

Angular Frequency
range

10-7 to 628 rad/s or better

Strain sensors

High resolution optical encoders

Measurement types

Rotational, oscillatory (pure strain and true strain control, direct strain amplitude
and control stress oscillation), and transient (creep and relaxation), tack/squeeze.

Normal force

0.005 to 50 N or better, resolution .5 mN or better

Gap control (standard)

Automatic gap compensation

Measuring system
connection

Screw less quick fitting with wireless automatic identification of measuring
geometries

Sample loading

Automated electronic trim lock during sample loading and sample trimming

PC interfaces

Direct USB interface, 9ether net and serial interface

Temperature control for plate/plate & cone/plate measuring geometries

Type Peltier temp. control
Temp. range -20to 200 deg C
Active hood -20 to 200 deg C (common with the magneto rheology)

Maximum Cooling rate

30°C / min or better

Maximum heating rate

40°C / min or better

Temperature control for concentric cylindrical measuring geometries

Type

Peltier temperature control

Temp. range

-25t0 200 deg C




Measuring Systems

Shear
viscometry/rheology

Parallel plate with diameter 25mm -01 no.

Parallel plate with diameter 50 mm -01 no.

Cone with 25 mm dia with 2 deg angle -01 no.

Cone with 50 mm dia with 1 deg angle -01 no.

Sandblasted Measuring Plate With DIA -25mm-01 NO.

Sandblasted Lower Measuring Plate With DIA 50 mm or Bigger -01 NO.

Inset plate: 50 mm -01 no

Glass plates for microscopy -2nos

Concentric cylindrical measuring geometries -01 (to be used with Separate Peltier
temperature controller) the plate/plate & cone/plate geometries are to be used
with Peltier

Rheo-optics: polarized rheo-microscopy (to be used with single drive & twin drive)

(quote separately)

Temperature control

Transparent Peltier plate system for plate/plate geometries

Peltier temperature
range

-15 to 200c or better

Max heating rate

20 °C/min or better

Max cooling rate

18°C/min or better

Shadow free
illumination, lamp type

High intensity led light source including light guide

Lens system

20x objective

Counter rotation

with two transparent parallel plates and software driven counter rotation speed

microscopy control along with analogue speed balancer for focusing the stagnation planes in
microscope view.

Depth of focus 1.6 micro meter or better

Capturing/recording 1/3” ccd color camera, at least 15 frames/s

camera

the rheometer should be upgradable for small angle light scattering systems (sals) using the same
temperature controller & software. any set-up with mere digital magnification will not be acceptable.

All the other required accessories/parts for rheo-microscopy arrangement in both single drive & dual drive
should invariably be quoted

Magneto rheology cell

Magnetic field

up to 1.3 tesla or better; programmable through the same rheometer software

Temperature range

quote cell with 20 to 70 °C and -10 to 165 ° C or better range separately

Measuring plates

parallel plates titanium and twin gap geometry

Powder rheology (quote separately)

Measuring cell

-ito coated measuring tube
-having sample volume up to 140 ml

Measuring systems

-two blade stirrer - one no.
-warren springs geometry-one no.
- piston geometry - one no.

Glass frit

with two different porosities should be supplied

Particle size range

d = 5 um particles, 100 % dustproof;
5um >d 21 um particles, 90 % to 95 % dustproof

Air seal alow gap air seal is to require ensuring complete sealing of the powder measuring
tube and maintaining torque sensitivity upto 10 nm
Dust filter standard filter: particle filter class F8 to prevent dust from leaving the cell

Particle size range

d = 5 um particles, 100 % dustproof;
5um >d =1 um particles, 90 % to 95 % dustproof

Fluidization controller for advanced powder rheology

Principle

pressure drop method across the powder bed

Mass flow controller

software controlled mass flow controller to control and measure volumetric flow
rates from 0.15 to 15 liters per minute. The controller should be able to sweep the
volumetric air flow rates on continuously programmed basis.




Pressure sensor

high precision pressure sensor from 0.8 bar to 1.2 bar absolute pressure to
measure the pressure-drop across the powder bed to facilitate exact fluidization
point measurement and program fluidization modes for enhanced powder flow
measurements in controlled fluidized condition.

Electrorheology (quote separately)

voltage

Constant or voltage ramp up to 12.5 KV, via rheometer software

Maximum Current

For parallel plate measuring geometries: 0.3 mA

Measuring Geometry

Parallel plate with 25 mm diameter, sample volume 0.5 ml

Temperature Control

: 0 - 200 °C with peltier temperature control

Interfacial Rheology (quote separately)

MEASURING CUP WITH DIAMETER OF 80mm &amp; HEIGHT 24.5 mm

2- MEASURING BI-CONE WITH DIAMETER 68.28 MM &amp; CONE ANGLE
2X5DEG

3- TEMPERATURE DEVICE: PELTIER

4- TEMPERATURE RANGE : 5 TO 70 DEG C

5- SUITABLE INTERFACIAL ANALYSIS PACKAGE SOFTWARE

6- INTERFACIAL RHEOLOGY CELL SHOULD BE ABLE TO MEASURE OF THE
RHEOLOGICAL

PROPERTIES OF LIQUID-LIQUID OR LIQUID GAS INTERFACES

TRIBOLOGY ATTACHMENT BASED ON
BALL-ON-THREE-PLATES (quote separately)

CONTACT TYPE : POINT CONTACT

2. NORMAL LOAD RANGE: UPTO 50 N OR BETTER

3.SPEED RANGE : 10 -6 TO 3000 RPM OR BETTER

4. SLIDING SPEED RANGE : 10 -8 TO 3M/S

5. MAXIMUM TORQUE: 200 MNM

6. OSCILLATION FREQUENCY :10 -5 TO 100 HZ

7. TEMPERATURE DEVICE: PELTIER WITH SUITABLE PASSIVE HOOD

8. TEMPERATURE RANGE: -20 TO 200 °C

9. EXCELLENT SPEED AND TORQUE RESOLUTION FOR STRIBECK CURVE ,STATIC
FRICTION &amp;

LUBRICATION MEASUREMENTS

10. MOVEABLE PLATE HOLDER TO EQUAL LOAD ON ALL CONTACT POINTS

11. FOUR BALL TESTER COMPATIBLE WITH TRIBOLOGY ATTACHMENT BASED
ON BALL-ON-THREE-

PLATES

Dynamic Mechanical Analysis Mode (quote separately)

Measurement Methods

-3 point bending,
-Tension, torsion with solid rectangular fixtures.

Cantilevers

Dual and Single

Utilities

Air compressor

max pressure: 8 bars reservoir :25 L noise level: 59dB, 5 CFM

Air dryer

multistage membrane type including filter unit (microfilter ) for removal of oil,
particles and condensate

Computer and printer

suitable computer and laser printer for the smooth operation of the instrument

Chiller/Water bath

Temperature range: -50 to 200 °C; bath volume: 5.5-8 L, temperature accuracy: +
0.02°C, maximum power 2850 W, with external circulating pump, RS 232
interface. Circulator should be programmable /controlled through the rheometer
software.

Rheology software

Architecture

template based with at least 60 built-in templates pre-programmed for all types of
materials




Analysis modules integrated modelling/curve fitting, rheo-optics adapter module, squeeze flow
rheology and extensional rheology modules.

Testing protocols rotational with rate/control stress/combination of CSR+CSS, oscillatory with
strain / direct strain amplitude / control stress / transient with
creep(single/multi-level) /step-strain (stress relaxation) combination with any
modes above - for e.g. transient + rotational or oscillatory + rotational. Elastic (G"),
loss (G”), complex modulus (G*), tan 6 as a function of time, temperature,
frequency, strain and stress in shear mode. complex viscosity as a function of time,
temperature, frequency, strain and stress windup test with pre-set with
extensional rate & measurement of tensile strain or extensional viscosity, fatigue
test temperature stability, shrinkage, elongation, phase transitions, secondary
relaxations & brittleness of coated or laminated films elastic(E’), loss(E”), complex
modulus(E*), tan § as a function of time, temperature, frequency, strain and stress
in linear mode. glass transition temperature, alpha, beta & gamma transitions,
crystalline temperature. visco-elastic properties in variation to temperature /
magnetic - field upto 1.3 tesla. magneto sweeps in linear range. electrorheology,
interfacial rheology. powder analysis: 1. Cohesion strength measurement followed
by fluidization step for powder memory removal. 2. Pressure drop measurements
to quantify characteristic fluidization point of powder sample. 3. Segregation test.
4. Cohesion strength measurement post consolidation with compression
geometry. 5. Wall friction test under constant load of 3 kPa, 6 kPa and 9 kPa. 6.
Penetration test- to quantify penetration work energy. 7. Fluidized bed powder
rheology. 8. De-aeration test.

Super-imposed testing | steady shear over oscillatory simultaneous operation

Computer and Printer | PC with the following specifications 6th Gen Intel Core i7-6700K (No Over clock,
Quad Core 4.0GHz, 4.2Ghz Turbo, 8MB) 16GB (2x8GB) 2400MHz DDR4 Non-ECC
1TB 3.5inch SATA (7,200 Rpm) Hard Drive 16X Half Height DVD +/- RW 23" Monitor
with LED Back Light AMD Fire Pro(TM) W2100 2GB (2DP) (1 DP to SL-DVI adapter)
Adapter - Display Port to VGA USB Optical Mouse - Black Entry Keyboard KB216
Black 0S-Windows 10 Pro (64bit) English Windows 10 Pro OS Recovery 64bit -
DVD . MS Office 2016 , Acrobat Photoshop and Illustrator should be configured.

Laser printer: Automatic Duplex printer with scanning facility.

Terms and conditions:

1. Technical bid must contain detailed specifications along with the product catalogue.

2. The instrument should be supplied with the manuals including all technical details.

3. Itis recommended to share the entire details of the instrument with the images and schematic diagrams
before packing and if required, firm should arrange the pre-dispatch inspection.

4. Provide the list of users for the same model (if any) or identical model along with the contact name, address
and contact numbers of the user organization/persons along with the submitted quotation with the
performance certificates from all/some of them. Users should be from IIT, [ISC,IISER,CSIR labs only.

5. In the case of the supply of identical or similar instrument to other IITs/IISERs/CSIR Labs, provide the copies

of the purchases with the prices finally paid.

6. No email and fax should be entertained.

7. The policy of upgradations /add-ons, service and maintenance must be extensively mentioned in the
submitted quotations.

8. The firm should be able provide technical support to the users without any terms and conditions.

9. The vendor should have local/nearby application and service support center.

10. The supplied instrument should carry warranty period of at least 3 year. AMC for rest of the years till 5 years
after warranty period should be quoted separately.

11. The firm will impart the training to the users from IIT Goa.

12. Installation and commissioning should be at free of cost at the location specified by IIT Goa. In the case of
relocation of institute at new site, vendor should provide free re-installation and testing of the instrument
along with the training to the respective users.

13. The vendor should provide necessary spares for smooth functioning of the instrument.

14. The instrument should have power requirement matching Indian standard of 240v and 50 Hz.



(To be printed on letterhead of the bidder)

Annexure C

Bidders Information

Name of the Bidder

Address of the Bidder

PAN No.

GSTN No.

State of GST Registration

E-mail

Contact Person's Name & Designation

Mobile No.

Indian Agent's Information

Name of Indian Agent

Address of Indian Agent

Indian Agent PAN No.

Indian Agent GSTN No.

State of GST Registration

E-mail

Contact Person's Name & Designation

Mobile No.




(To be printed on letterhead of the bidder)

Annexure D
PRICE BID FORMAT
(For Imported Supplies)
S.No. | Iltem description & short | HSN Qty in | GST | Price Total Bid
specification Code/ Units | % Basis Price
SAC Code
1. Research Grade Universal
Rheometer System (As per
technical specification)
2. Installation and
Commissioning Charges
(if any, quote in INR)
3. Agency Commission (if
any, quote in %)
4, Other Charges (if any, please
specify)
Grand Total

#HSN Code: “Harmonized System of Nomenclature Code No.” and SAC Code: “Service Accounting Codes Code

No.”

1. Delivery Period: .........ccccoiiieeiiiiiiiee e days
2. Terms of Payment
(a) 90% payment by Letter of Credit and balance 10% will be paid by wire transfer
after satisfactory installation and commissioning.
3. Validity of the bid: 180 days from the date of submission of quotation/tender.
4. Mode of Shipment: ...,
5. Port of Shipment: ...

Place:

Date:

Signature

Name

Company Name & Address: .......ccccoecvvveeerenennns

Affix Rubber Stamp: .........cccooiiiiiiiiiiiis

Note: Price Bid should be submitted in given format only. For additional
information/extra items above format may be typed and used.




PRICE BID FORMAT

(for Indigenous Supplies, Quotes in INR only)

S.No. | Iltem description & short | HSN Qty in | GST | Price Total Bid
specification Code/ Units | % Basis Price
SAC Code
1. Research Grade Universal
Rheometer System (As per
technical specification)
2. Installation and
Commissioning Charges
(if any, quote in INR)
3. Agency Commission (if
any, quote in %)
4. Other Charges (if any, please
specify)
Grand Total

#HSN Code: “Harmonized System of Nomenclature Code No.” and SAC Code: “Service Accounting Codes Code

No.”

1. Delivery Mode: Delivery at lIT Goa, at site only.
2. Terms of payment: 100% payment within 30 days after the delivery and successful
installation at lIT Goa.
3. Validity of the bid: 180 days from the date of submission of quotation/tender.

Place:

Date:

Signature

Name

Company Name & Address: ......ccccceeeeeeeeeneennennn.

Affix Rubber Stamp: .......ccocoiiiii

Note: Price Bid should be submitted in given format only. For additional
information/extra items above format may be typed and used.




Reasonability of Prices

Annexure-E

Please quote best minimum prices applicable for a premier Educational and Research
Institution. The party must give details of at least two purchase orders identical or similar
equipment, supplied to any IITS/Research Institutions/ other organisation as per below
Format (to be enclosed in Technical Bid) along with the final price paid and details are

mandatory.
Previous Supply Orders
Name of the Firm
S.No. | PO | Description & | Value | Date of Remarks Has the Contact
No. | Quantity of of completion of | indicating equipment Person
& ordered Order | delivery as per | reasons for being along with
Date | equipment contract late delivery, installed Telephone
if any and satisfactorily | no., Fax
justification of | (attach a No. and e-
price certificate mail
difference of | from the address
their supply Purchaser/
order & those | Consigner)
quoted to us
Place:
Date: Signature and Seal of the Manufacturer / Bidder




FORMAT FOR PERFORMANCE GUARANTEE BOND

(To be typed on Non-judicial stamp paper of the value of Indian Rupees of One Hundred) (TO BE ESTABLISHED THROUGH ANY
OF THE NATIONAL BANKS (WHETHER SITUATED AT GOA OR OUTSTATION) WITH A CLAUSE TO ENFORCE THE SAME ON THEIR LOCAL
BRANCH AT GOA OR ANY SCHEDULED BANK SITUATED AT GOA. BONDS ISSUED BY CO-OPERATIVE BANKS ARE NOT ACCEPTED.

To,
The Registrar,

Indian Institute of Technology, Goa
Farmagudi, Ponda,

Goa — 403401
LETTER OF GUARANTEE
WHEREAS Indian Institute of Technology, Goa (Buyer) have invited Tenders vide
Tender NO...coevevverveecrerceennenne Dt e for purchase of ........ccceeververveninseccnnenns
AND

WHEREAS the said tender document requires that any eligible successful tenderer (seller)
wishing to supply the equipment / machinery, etc. in response thereto shall establish an
irrevocable Performance Guarantee Bond in favour of “Registrar, Indian Institute of
Technology, Goa” in the form of Bank Guarantee for RS ........ccccceeveecveenenneen. (5% (five
percent) of the purchase value) and valid till one year or upto warranty period
whichever is later from the date of issue of Performance Guarantee Bond may be submitted
within 15 (Fifteen) days from the date of Order Acknowledgment as a successful bidder.

NOW THIS BANK HEREBY GUARANTEES that in the event of the said tenderer (seller)
failing to abide by any of the conditions referred in tender document / purchase order /
performance of the equipment / machinery, etc. this Bank shall pay to Indian Institute of
Technology, Goa on demand and without protest or demur Rs.....ocivminnn.
(RUPEES....ooeteerenrerrrenieeeenaens ).

This Bank further agrees that the decision of Indian Institute of Technology, Goa (Buyer)
as to whether the said Tenderer (Seller) has committed a breach of any of the conditions referred
in tender document / purchase order shall be final and binding.

WE, ettt ettt (name of the Bank & branch) hereby further agree
that the Guarantee herein contained shall not be affected by any change in the constitution of the
Tenderer (Seller) and/ or Indian Institute of Technology, Goa (Buyer).

Notwithstanding anything contained herein:
1. Our liability under this Bank Guarantee shall not exceed Rs. ......ccceceveeeeeiecceeeceeeieeenee, .
(Indian RUPEES .....cocveruerrerervenersrenaenne only).
2. This Bank Guarantee shall be valid up to ......cccecceveuuenunne (date) and
3. We are liable to pay the guaranteed amount or any part thereof under this bank guarantee
only and only if IIT Goa serve upon us a written claim or demand on or before

.......................... (date).
4. This Bank further agrees that the claims if any, against this Bank Guarantee shall be
enforceable at our branch office at .........ccocoeeeivrvieeeiicinennnnne situated at .......cccceeevereceenneennen.

(Address of local branch).

Date: Yours truly,
Signature and seal of the Guarantor:

Name of Bank:

Instruction to Bank: Bank should note that on expiry of Bond Period, the Original Bond will not be returned to the
Bank. Bank is requested to take appropriate necessary action on or after expiry of bond period.



