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INDIAN INSTITUTE OF TECHNOLOGY GOA

At Goa College of Engineering Campus, Farmagudi, Ponda, Goa-403401

CONSTRUCTION & ESTATE MANAGEMENT DIVISION

GSTIN: 30AABAI1653D1ZF PAN: AABAI1653D TAN: BLRI08261B

Enquiry No: [ITGOA/C&EMD /2021 /027 Dt. 29/09/2021

NOTICE INVITING QUOTATION

Sealed quotations are invited from approved and eligible contractors for the works
“Construction of Shed for Electric Car”. The schedule of quantities is stated in
Annexure A. The terms & conditions of work are as stated below:

Terms & Conditions:
1) Validity of the quotation should be 60days.

2) Bid Security declaration in lieu of EMD is required as per the format attached
in Annexure B. The agencies who fail to submit the bid security will be out
rightly rejected.

3) The work should be completed within a stipulated time of 20 days reckoned
from the 7t day from the date of release of work order.

4) The agency must possess a valid Registration Certificate (CPWD/ PWD).

5) The commencement and completion of the work within the specified time
frame will be the responsibility of the bidder, failing which a compensation @
1% of the accepted tender amount will be charged per day subjected to a
maximum of 10% of the total accepted tender amount.

6) The work shall be carried out strictly in accordance with the terms, conditions
and specifications as per CPWD normes, in the approved workmanlike manner
and as per standard practice.

7) All the quoted rates must be inclusive of GST.

8) Materials required for satisfactory completion of work shall be of approved
quality, make, grade etc. and of/or conforming to the Indian Standard
Specifications (Latest revision) wherever applicable and approved by the
Engineer-in-charge.

9) Payment will be done on satisfactory completion of the work. A security
amount @ 3% of the quoted amount will be deducted from the final bill and the
same will be refunded after the defect liability period of 1 year.
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10) Water required for the works should be arranged by the agency and electricity
will be provided by IIT Goa.

11) For any query you may contact us on 7798673061; sankesh@iitgoa.ac.in

12) You are requested to send the sealed quote directly to the Executive Engineer,
IIT Goa, Gec Campus, Farmagudi, Ponda, Goa- 403401 on or before 05t
October 2021.

Sd /-

Executive Engineer, IIT Goa
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Annexure A (Schedule of Quantities)

Sr. Item Decription Unit | Quantity Rate Amount
No

Earth work in excavation by mechanical means (Hydraulic excavator)/
manual means over areas (exceeding 30 cm in depth, 1.5 m in width as

1 |well as 10 sqm on plan) including getting out and disposal of excavated cum 41
earth lead upto 50 m and lift upto 1.5 m, as directed by Engineer-incharge.i) Hard
rock (blasting prohibited)
Providing and laying in position cement concrete of specified grade

5 excluding the cost of centering and shuttering - All work up to plinth cum 19
level :i) 1:1%2:3 (1 Cement: 12 coarse sand (zone-III) : 3 graded stone '
aggregate 20 mm nominal size)
1:3:6 (1 Cement : 3 coarse sand (zone-III) : 6 graded stone aggregate 20 mm

3 . . cum 0.4
nominal size)
Centering and shuttering including strutting, propping etc. and removal

4 |of form for : i) Foundations, footings, bases of columns, etc. for mass concrete sqm 20
Steel reinforcement for R.C.C. work including straightening, cutting,

5 |bending, placing in position and binding all complete upto plinth level.i) Thermo-| Kg 75
Mechanically Treated bars of grade Fe-500D or more.
Structural steel work in single section, fixed with or without connecting Kg 430

6 |plateincluding cutting, hoisting, fixing in position and applying a priming
coat of approved steel primer all complete.

; Painting with synthetic enamel paint of approved brand and sqm 20

manufacture to give an even shade : Two or more coats on new work
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Sr.

Item Decription

Unit

Quantity

Rate

Amount

Providing and fixing premium Aluminium-Zinc colour coated steel (galvalume)
profile sheets (size, shape and pitch of corrugation as approved by Engineer-in-
charge) 0.45 mm (+ 0.05 %), total coated thickness with zinc coating 150 grams per
sqm as per IS: 277, in 550 mpa steel grade, 5-7 microns acrylic coating (Hexavalent
/ Trivalent) on both side of the sheet and polyester top coat 15-18 microns. Sheet
should have protective guard film of 25 microns minimum to avoid scratches
during transportation and should be supplied in single length upto 12 metre or as
desired by Engineer-in-charge. The sheet shall be fixed using self drilling /self
tapping screws of size (5.5x 55 mm) with EPDM seal, complete upto any pitch in
horizontal/ vertical or curved surfaces, excluding the cost of purlins, rafters and
trusses and including cutting to size and shape wherever required.

sqm

40

Total Amount

Total Amount Inclusive of GST

Amount in words:
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ANNEXURE - B

(To be printed on letter head)

BID SECURITY DECLARATION

IN LIEU OF SUBMISSION OF EARNEST MONEY DEPOSIT (EMD)

Ref: Enquiry No - dated

I/we do hereby certify that the bid submitted by me/us shall not be withdrawn or
modified during its validity/extended period of validity.

I am/we are fully aware that, in the event of withdrawal of the bid /any modifications
in the bid/ failing to accept the work order within the period /extended period of bid
validity /failing to submit the performance security before the deadline prescribed as
per rules, our firm shall be suspended to being eligible to submit any bids/proposals
for contract with IIT Goa for a period of One Year.

Signature with date:

Name:

Designation:

Official Seal



