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सं̾थान िनमाŊण िवभाग / INSTITUTE WORKS DEPARTMENT 

NOTICE INVITING e-QUOTATION (NIQ) 

NIQ No. IITGOA/IWD/2025/26            dated  14.01.2026 

The Indian Institute of Technology Goa invites online item rate quotations from contractors registered with the 
Railways/MES/BSNL/PSUs/ State PWDs (B&R) or the departments of Central or State Governments dealing with (B 
& R) in appropriate class for the following work: 

Name of work Making temporary lighting arrangement for erstwhile IHM&CT 
Campus  

Estimated Cost (Including GST) Rs. 7,65,922/- (incl. GST) 
Earnest Money Deposit @ 2% of ECPT Rs. 15,318/- only 

(For L1 bidder EMD shall retained till the completion of work) 
Type of NIQ Works 
Period of Completion 30 days from the date of issue of work order 
Form of Tender Single Bid One Envelope System (Technical Cum Financial) 
Critical Dates:   

Publish Date  14.01.2026 at 11.00 hrs 

Document Download Start Date 14.01.2026 at 11.00 hrs 
Bid Submission Start date 14.01.2026 at 11.00 hrs 
Document Download end date 19.01.2026 at 11.00 hrs 
Bid Submission end date 19.01.2026 at 11.00 hrs 
Bid opening date 20.01.2026 at 11.00 hrs 
Website for full and updated information CPP Portal (www.eprocure.gov.in) and Institute website 

(https://iitgoa.ac.in/tenders/)  
  

1) List of documents to be scanned and uploaded online within the period of quotation submission for meeting 
Minimum Pre-Qualification Criteria: 
(i) Earnest Money Deposit – Scanned copy of bank online transaction slip 
(ii) GST Registration Certificate 
(iii) Copy of valid Enlistment Certificate from registered with the Railways/MES/BSNL/PSUs/ State PWDs 

(B&R) or the departments of Central or State Governments in appropriate class 
(iv) The bidder should have valid electrical contractor license of appropriate class issued by Govt of Goa 
(v) The entire NIQ document along with the signature of authorized person and seal of the firm as a 

acceptance of terms and conditions of the tender.  
 

2) Applicant has to deposit online payment of Rs. 15,318/- (Rupees Fifteen Thousand Three Hundred and 
Eighteen only). Details for online payment for EMD: 

Beneficiary name: IIT Goa Main Account Account no: 520101252594859 
Bank Name: Union Bank of India IFSC Code: UBIN0913286 
Address: GEC Campus, Farmagudi, Ponda, Goa 403401 Branch: Farmagudi 

 The bank Transaction reference slip (UTR Number) shall be uploaded online. 
 

The EMD of the unsuccessful bidder will be returned after financial evaluation/award of contact and for 
successful shall be retained and refunded after successful completion of work without any interest. In case of 
non-compliance of terms & conditions of NIQ document, the same shall be forfeited. 
Note: The MSME firms registered in NSIC under PP policy are exempted from payment of EMD for supply of 
goods and services only. They are not relaxed for works contracts. No other relaxation will be allowed. 

 
3) Any clarification on the content of NIQ document can be referred to the Executive Engineer (Electrical), IIT 

Goa (Phone No. 0832-2490900) email: ex.eng.ee@iitgoa.ac.in or je.electrical@iitgoa.ac.in  
 

 
 

Sd/- 
Executive Engineer (Elect) 

IWD, IIT Goa 
 

 



GENERAL TERMS & CONDITIONS 
 

1. That in consideration of a sum to be calculated at the rates set forth Schedule I hereto annexed and to be paid to the 
contractor for by the Institute within stipulated period of the completion by the contractor of the works set forth in the 
specifications and special instructions hereto attached (and hereinafter called the “Works”) the said contractor shall 
execute the works with great promptness, care and accuracy in a workman like manner to the satisfaction of Engineer-
in-charge and shall complete the same from the date of these presents as per above time period. 
 

2. “That the Executive Engineer(Electrical), IIT Goa (hereinafter called “the Executive Engineer” shall from time to time 
supply the contractor with materials as shown in Schedule II NIL hereto and the value of the materials so supplied shall 
be set off or deducted from any sums then due or thereafter to become due to the contractor under this agreement or 
otherwise provided that Executive Engineer will not be bound to take back from the contractor either before or after the 
completion of the works or an earlier termination of this agreement the surplus materials which were originally procured 
by the contractor or were issued to him by the IIT Goa hereinafter called “the Institute” but Executive Engineer shall 
have the option of purchasing and of the aforesaid materials surplus to the requirements of the works at the local 
prevailing market rates. Provided further that in the case of materials supplied by the Department the price shall not in 
any case exceed that originally charged by the Department. The contractor shall not remove from the site of the works 
any of the materials supplied to him for use on the works without previous sanction obtained in writing from the 
Executive Engineer. 
 

3. That if the Institute shall make to the contractor any payment on account during the execution of the works the same will 
be liable to be deducted from such sum or sums as may be payable to the contractor on completion of the works as 
aforesaid.  
a. The rates are inclusive of all Taxes, Cesses, Royalty, etc., and including GST. 
b. Payment shall be made from the Institute. 
c. The Engineer-in-Charge of the work will accept or reject the work executed, according to his judgment. 
d. This order can be cancelled and the work stopped at any time by the Engineer-in-Charge or by any Officer superior 

to him in authority.   
e. The work shall be executed strictly according to the specification attached and as per the direction of Engineer-in-

charge. 
f. The Contractor/Firm shall make arrangement of for passes/token from Security Officer of IIT Goa 
g. All work executed shall be paid for according to measurements taken by or under the orders of the Engineer-in-

Charge of the work and not according to the quantity given in any estimate. 
h. Additional conditions & Specifications as indicated in the attached sheet shall apply. 
 

4. That payment due to the contractor may, if so, desired by him, be made to his bank instead of direct to him, provided 
that the contractor furnishes to the Executive Engineer an authorization in the form of a legally valid document such as 
a power of attorney conferring authority on the bank to receive payment or his signature in token of receipt on the bill or 
(2) the account made out as being due to him by Government or his signature in token of receipt on the bill or other 
claim preferred against the Department before settled by the Executive Engineer of the account or claim by payment to 
the bank. While the receipt given by such bank shall constitute a full and sufficient discharge for the payment the 
contractor should, wherever possible, present his bills duly receipted and discharged through his bankers. 
Nothing herein contained shall operate to create in favour of the bank any rights or equities to the Institute. 
 

5. That no labourer below the age of eighteen years shall be employed on the Works. 
 

6. Fair Wage Clause—(a) The contractor shall pay not less than fair wages to laboureres engaged by him on the work. 
Explanation: — 

(a) “Fair wage” means wage whether for time or piece work notified at the time of inviting tenders for the work by the 
Government of India. 

(b) The contractor shall, notwithstanding the provisions of any contract to the contrary, cause to be paid a fair wage to 
labourers indirectly engaged on the work, including in which any labour engaged by his sub-contractors in connection 
with the said work, as if the labourers had been immediately employed by him. 

(c) In respect of all labour directly or indirectly employed in the works for the performance of the contractor’s part of this 
agreement the contractor shall comply with or cause to be complied with the contractors’ Labour Regulations made by 
Government from time to time in regard to payment of wages, wage period, deductions from wages, recovery of wages  
not paid and deductions unauthorisedly made, maintenance of wage register, wage cards publication of scale of wages 
and other terms of employment, inspection and submission of periodical returns and all other matters of a like nature. 

(d) The Executive Engineer shall have the right to deduct from the moneys due to the contractor any sum required or 
estimated to be required for making good the loss suffered by a worker or workers by reason of non-fulfilment of the 
conditions of the contract for the benefit of the workers, non-payment of wages or of deductions made from his or their 
wages, which are not justified by that terms of the contract or non-observance of the Regulations. 

(e) Vis-a-vis the Central Government, the contractor shall be primarily liable for all payments to be made under and for the 
observance of the Regulations aforesaid without prejudice to his right to claim indemnity from his sub-contractors. 

(f) The regulations aforesaid shall be deemed to be a part of this contract and any breach thereof shall be deemed to be a 
breach of this contract. 

6A. In respect of all labour directly or indirectly employed in the work for the performance of the contractor’s part of this 
agreement, the contractor shall at his own expense arrange for the safety provisions as per safety code framed from time to 
time and shall at his own expense provided for all facilities in connection therewith. In case the contractor fails to make 



arrangements and provide necessary facilities as aforesaid he shall be liable to pay a penalty of Rs.200 for each 
default and in addition to the Engineer-in-Charge shall be at liberty to make arrangement and provide facilities as 
aforesaid and recover the cost incurred in that behalf from the contractor. 
  

SAFETY CODE—(i) Suitable scaffolds should be provided for workmen for all works that cannot safely be done from 
the ground, or from solid construction except such short period work as can be done safely from ladders. When a ladder is 
used an extra mazdoor shall be engaged for holding the ladder and if the ladder is used for carrying materials as well, 
suitable footholds and handholds shall 
be provided on the ladder and the ladder shall be given an inclination not steeper than ¼ to I (1/4 horizontal 1 vertical). 
 

(ii) Scaffolding or staging more than 3.6 m (12’) above the ground or floor swing or suspended from an overhead 
support exacted with stationary support shall have guard rail properly attached, bolted braced and otherwise secured at 
least 90 cm. (3 feet) high above the floor or platform of such scaffolding on staging and extending along the entire length of 
the outside and ends thereof with only such openings as may be necessary for the delivery of materials. Such scaffolding or 
staging shall be so fastened as to prevent it from swaying from the building or structure. 

 
(iii) Working platforms, gangways, and stairways should be so constructed that they should not sag unduly or unequally, 

and if the height of the platform of the gangway or the stairway is more than 3.6 m. (12 feet) above ground level or floor 
level, they should be closely boarded, should have adequate width and should be suitably fenced, as described in (ii) above. 

 
(iv) Every opening in the floor of a building or in a working platform be provided with suitable means to prevent the fall of 

persons or materials by providing suitable fencing or railing whose minimum height shall be 90 cm. 
 
(v) Safe means of access shall be provided to all working platforms and other working places. Every ladder shall be 

securely fixed. No portable single ladder shall be over 9m (30 feet) in length while the width between side rails in rung ladder 
shall in no case be less than 29 cm. (11-1/2”) for ladder up to and including 3 m. (10feet) at least and 6mm. (1/4”) for each 
additional foot of length. Uniform step spacing shall not exceed 3.1 m. (12 feet). Adequate precautions shall be taken to 
prevent danger from electrical equipment. No material on any of the sites of work shall be so stacked or placed as to cause 
danger or inconvenience to any person or the public. 

 
The contractor shall also provide all necessary fencing and lights to protect the public from accident and shall be bound 

to bear the expenses of defence of every suit, action or other proceedings at law that may be brought by any person for 
injury sustained owing to neglect of the above precautions and to pay any damage and costs which may be awarded in any 
such suit, action or proceedings to any such person, or which may with the consent of contractor be paid to compromise any 
claim by any such person. 

 
(vi) Excavation and Trenching — All trenches, 1.2 m (4 feet) or more in depth, shall at all times be supplied with at least 

one ladder for each 30 m. (100 feet) in length or fraction thereof. Ladder shall be extended from bottom of the trench to at 
least 90 cm (3 feet) above the surface of the ground. The sides of trenches which are 1.5 cm (5 feet) more in depth shall be 
stopped back to give suitable slope, or securely held by timber bracing so as to avoid the danger of side from collapse. The 
excavated materials shall not be placed within 1.5 m (5 feet) of the edge of the trench or half of the depth of the trench 
whichever is more. Cutting shall be done from top to bottom. Under no circumstances undermining or undercutting shall be 
done. 

 
(vii) Demolition — Before any demolition work is commenced and also during the process of the work: — 

(a) All roads and open areas adjacent to the work site shall either be closed or suitably protected. 
(b) No electric cable apparatus which is liable to be a source of danger over a cable or apparatus used by the 

operator shall remain electrically charged. 
(c) All practical steps shall be taken to prevent danger to persons employed from risk of fire or explosion or 

flooding. No floor, roof, or other part of the building shall be so overloaded with debris or material as to render 
it unsafe. 

(viii) All necessary personal safely equipment as considered adequate by the Engineer-in-charge should be kept 
available for the use of the persons employed on the site and maintained in a condition suitable for immediate use, and the 
contractor should take adequate steps to ensure proper use of equipment by those concerned. 

(a) Workers employed on mixing asphaltic materials, cement and lime mortars shall be provided with protective 
footwear and protective goggles. 

(b) Those engaged in white-washing and mixing or stacking of cement bags or any materials which is injurious to 
the eyes shall be provided protective goggles. 

(c) Those engaged in welding works shall be provided with Welders’ protective eye-shields. 
(d) Stone breakers shall be provided with protective goggles and protective clothing, and seated at sufficient safe 

intervals. 
(e) When workers are employed in sewers and manholes, which are in use, the contractor shall ensure that the 

manhole covers are opened and are ventilated at least for an hour before the workers are allowed to get into 
the manholes and the manholes so opened shall be cordoned off with suitable railing and provided with 
warning signals or boards to prevent accident to the public. 

(f) The contractor shall not employ men below the age of 18 and women on the work of painting with products 
containing lead in any form. Whenever men above the age of 18 are employed on the work of lead painting 
the following precautions should be taken: — 

i. No paint containing lead or lead product shall be used except in the form of paste or readymade paint. 
ii. Suitable face masks should be supplied for use by the workers when paint is applied in the form of spray 

or surface having lead paint dry rubbed and scrapped. 
iii. Overall shall be supplied by the contractors to the workmen and adequate facilities shall be provided to 

enable the working painters to wash during recess and recession of work. 



(ix) When the work is done near and place where is risk of drawing all necessary equipment’s should be provided and 
kept ready for use and all necessary steps taken for prompt rescue of any persons in danger and adequate provision should 
be made for prompt first-aid treatment of all injuries likely to be sustained during the course or the work. 

 
(x) Use of hoisting machines and tackle including their attachments, anchorage and supports shall confirm to the 

following standard or conditions: — 
 1. (a) These shall be of good mechanical constructions, sound material and adequate strength and free from 

patent defect and shall be kept in good repair and in good working order. 
      (b) Every rope used in hoisting or lowering materials or as a means of suspension shall be of durable 

quality and adequate strength and free from patent defects. 
 2. Every crane driver hoisting appliance operator shall be properly qualified and no person under an age of 21 

years should be in-charge of any hoisting machine including any scaffold window or give signals to the 
operator. 

 3. In case of every hoisting machine and of every chain ring hook, shackle, swivel and pully block used in 
hoisting or lowering or as means of suspension, the safe working load shall be ascertained by adequate 
means. Every hoisting machine and all gear referred to above shall be plainly marked with the safe working 
load shall be ascertained by adequate means. Every hoisting machine and all gear referred to above shall be 
plainly marked with the safe working load in case of a hoisting machine having a variable safe working load 
each safe working load of the conditions under which it is applicable shall be clearly indicated. No part of any 
machine or of any gear referred to above in this paragraph shall be loaded beyond the safe working load 
except for the purpose of testing. 

 4. In case of departmental machines, the safe working load shall be notified by the Electrical Engineer-in-
Charge. As regards contractors’ machines, the contractor shall notify the safe working load of the machine to 
the Engineer-in-Charge, whenever he brings any machinery to site of work and get it verified by the Electrical 
Engineer concerned. 

 
(xi) Motors, gearing transmission, Electric wiring and other dangerous parts of hoisting appliances should be provided 

with efficient safeguards, hoisting appliances should be provided with such means as will reduce to the minimum the risk of 
accidental descent of the load, adequate precautions should be taken to reduce to the minimum the risk of any part of a 
suspended load becoming accidentally displaced. When workers employed on electrical installations which are already 
energized, insulating mats, wearing apparel, such as gloves, sleeves and boots as may be necessary should be provided. 
The workers should not wear any rings, watches and carry keys or other materials which are good conductors of electricity. 

 
(xii) All scaffolds, ladders and other safety devices mentioned or described herein shall be maintained in safe condition 

and no scaffold, ladder or equipment shall be altered or removed while it is in use. Adequate washing facilities shall be 
provided at or near places of work. 

 
(xiii) These safety provisions should be brought to the notice of all concerned by display on a Notice Board at a 
prominent place at the workshop. The persons responsible for compliance of the safety code shall be named therein by 
the contractor. 
 
(xiv) To ensure effective enforcement of the rules and regulations relating to safety precautions, the arrangement made 
by the contractor shall be open to inspection by the Labour Officer, Engineer-in-Charge of the department or their 
representative. 
 
(xv) Notwithstanding the above clauses from (i) to (xiv) there is nothing in these to exempt the contractor from the 
operations of any other Act or rule in force in the Republic of India. 
 

6B. The contractor shall submit by the 4th and 19th of every month, to the Engineer-in-Charge a true statement showing in 
respect of the second half of the preceding month and the first half of the current month respectively: — 

(1) the number of labourers employed by him on the work  
(2) their working hours,  
(3) the wages paid to them and  
(4) the accidents that occurred during the said fortnight showing the circumstances under which they 

happened and the extent of damages and injury caused by them failing which the contractor shall be liable to pay to 
Government a sum not exceeding Rs. 200/- for each default or materially incorrect statement. The decision of the 
Executive Engineer shall be final in deducting from bill due to the contractor the amount levied as fine. 

6C. In respect of all labour directly or indirectly employed in the works for the performance to the contractors part of this 
agreement, the contractor shall comply with or cause to be complied with all the rules framed by Government from time to 
time for the protection of health and sanitary arrangements for workers employed by the IIT Goa and its contractors. 

 
6D. Maternity Benefit Rules for female workers employed by contractor. — 

1. Leave and pay during leave shall be regulated as follows — 
(i) Leave (i) in case of delivery: —Maternity leave not exceeding 8 weeks, 4 weeks up to and including the day of 

delivery and 4 weeks following that day. 
(ii) In case of miscarriage: —Up to 3 weeks from the date of miscarriage. 

2. Pay (i) In case of delivery: —Leave pay during maternity leave will be at the rate of the women’s average daily 
earnings calculated on the total wages earned on the days when full time work was done during a period of 
three months immediately preceding the date on which she gives notice that she expects to be confined or at 
the rate of one rupee per day whichever is greater. 

(ii) In case of miscarriage: —Leave pay at the rate of average daily earnings calculated on the total wages earned 
on the days when full time work was done during a period of 3 months immediately preceding the date of such 



miscarriage. 
3. Conditions for the grant of maternity leave: — No maternity leave benefit shall be admissible to a workman 

unless she has been employed for a total period not less than 6 months immediately preceding the date on 
which she proceeds on leave. 

 
6E. In the event of the contractor(s), committing a default or breach of any of the provisions of the Contractor’s Labour 
Regulations and Model Rules for the Protection of health and sanitary arrangements for the workers as amended from time 
to time or furnishing any information or submitting or filling any statement under the provisions of the above Regulations and 
Rules which is materially incorrect, he/they shall without prejudice to any other liability, pay to the Government a sum not 
exceeding Rs. 200/- for every default, breach, or furnishing, making, submitting, filling such materially incorrect statements 
and in the event of the contractor(s) defaulting continuously in this respect the penalty may be enhanced to Rs. 200/- per 
day for each day of default subject to a maximum of 5 percent of the estimated cost of the work put to tender. The decision 
of the Engineer-in-Charge shall be final and binding on the parties. 

 
6F. The contractor(s) shall at his/their own cost provide his/their labour with a sufficient number of huts (hereinafter referred 
to as the Camp) of the following specifications on a suitable plot of land to be approved by the engineer-in-Charge: — 

1. (a) The minimum height of each hut at the even level shall be 2.1 m. (7) and the floor to be provided will be at the 
rate of 2.7 sq.m. (30 sq. ft.) for each member of the worker’s family staying with the labourers. 
(b) The contractor(s) shall in addition construct suitable cooking places having a minimum area of 1.8m X 1.5 (6 
feet X 5 feet) adjacent to the hut for each family. 

(c) The contractor(s) shall also construct temporary latrines and urinals for the use of the labourers each on the scale of 
not less than four per each one hundred or the total strength, separate latrines and urinals being provided for 
women. 

(d) The contractor(s) shall construct sufficient number of bathing and washing places, one unit for every 25 persons 
residing in the camp. These bathing and washing places shall be suitably screened. 

2. (a) All the huts shall have walls of sun-dried or burnt bricks laid in mud mortar or other suitable local materials as may 
be approved by the Engineer-in-Charge. In case of sun-dried bricks, the walls should be plastered with mud gobri 
on both sides. The floors may be katcha but plaster with mud gobri and shall be at least 15 cm. (6 inch) above the 
surrounding ground. The roofs shall be laid with thatched or any other materials as may be approved by the 
Engineer-in-Charge and the contractor shall ensure that throughout the period of their occupation the roofs remain 
water-tight. 

(b) The Contractor(s) shall provide each hut proper ventilation. 
(c) All doors, windows and ventilators shall be provided with suitable leaves for security purposes. 
(d) There shall be kept an open space of at least 7.2 m (8 yards) between the rows of huts which may be reduced to 

6m. (20 feet) according to the availability of sites with approval of the Engineer-in-Charge, back to back 
construction will be allowed. 

3. Water Supply: — The contractor(s) shall provide adequate supply of water for the use of labourers. The provisions 
shall not be less than 2 gallons of pure and wholesome water per head per day for drinking purposes and 3 gallons 
of clean water per head per day for bathing and washing purposes. Where piped water supply is available, supply 
shall be at stand posts and where the supply is from wells or river tanks which may be of metal or masonry, shall 
be provided. The contractor(s) shall also at his/their own cost make arrangements for laying pipe lines for water 
supply to his/their labour camp from the existing mains wherever available, and shall pay all fees and charges 
therefor. 

4. The site selected for the camp shall be high ground, removed from jungle. 
5. Disposal of Excreta: — The contractor(s) shall make necessary arrangements for the disposal of excreta from the 

latrines by trenching or incineration which shall be according to the requirements laid down by the Local Health 
Authorities. If trenching or incineration is not allowed, the contractor(s) shall make arrangements for the removal of 
the excreta through the municipal committee/authority and inform it about the number of labourers employed so that 
arrangements may be made of such Committee/authority for the removal of the excreta. All charges on this account 
shall be borne by the contractor and paid direct by him to the municipality/authority. The contractor shall provide one 
sweeper for every 8 seats in case of dry system. 

6. Drainage—The contractor(s) shall provide efficient arrangements for draining away sullage water so as to keep the 
camp neat and tidy. 

7. The contractor(s) shall make necessary arrangements for keeping the camp area sufficiently lighted to avoid 
accidents to the workers. 

8. Sanitation: — The contractor(s) shall make arrangements for conservancy and sanitation in the labour camps 
according to the rules of the Local Public Health and Medical Authorities. 

 
7. That if the contractor or his servants/labourers break or deface, any building, road fence, enclosure, or cause damage to 

any grass or cultivated land, or water pipes, cables, drains, electric or telephone posts or wires, roads, road curbs, 
trees, he shall restore or make good the same at his own expense, and in the event of his refusing or failing to do so, 
the damage, so caused, shall be repaired at his expense by the Executive Engineer, who shall deduct the cost thereof 
from any sums due, or which may become due to the contractor. 

 
8. That if that Executive Engineer shall at any time during the progress of the works be dissatisfied with the rate of 

progress or the quality of the materials that have been used or of the workmanship, the Executive Engineer may put an 
end to this agreement on twenty-four hours’ notice and in the case of bad workmanship or defective material may 
remove the same and have it replaced deducting the cost of such removal or replacement from amount due or that may 
become due to the contractor. 

 
 
 
 



9. That if the contractor fails to complete as aforesaid the works by the time fixed in the agreement for completion or the 
extended date of completion (if any), the Institute will be entitled to deduct as compensation for unjustified delay on part 
of contractor, from the sum found to be payable under this agreement or the balance of the sum then unpaid to the 
contractor a sum of Rs. 500/- for every day that shall lapse between the day fixed for completion and the actual 
completion provided that the compensation so payable shall not exceed 10% percent of the cost of the works calculated 
on the basis of Schedule annexed to this agreement. 

 
9A. That in every case in which by virtue of the provisions of Section 12, Sub-Section (1) of the Workmen’s Compensation 

Act, 1923. Government is obliged to pay compensation to a workman employed by the contractor, in execution of the 
works, Government will recover from the contractor the amount of the compensation so paid and without prejudice to 
the rights of Government under Section 12, Sub-section (2) of the said Act, Government shall be at liberty to recover 
such amount or any part thereof by deducting it from the security deposit or from any sum due by Government to the 
contractor whether under this contract or otherwise. 
Government shall not be bound to contest any claim made against under Section 12, Sub-Section (1) of the said Act, 
except on the written request of the contractor and upon his giving to Government full security for all cost for which 
Government might become liable in consequence of contesting such claim. 

 
10. Except where otherwise provided in the contract all questions and disputes relating to the meaning of the specifications, 

designs, drawings and instructions hereinbefore mentioned and so as to quality of workmanship, or materials used on 
the work or as to any other question, claim right, matter or thing whatsoever in any way arising out of, or relating to the 
contract designs, drawings, specifications, estimate, instructions, orders or these conditions or otherwise concerning the 
work, or the execution or failure to execute the same whether arising during the progress of the work or after completion 
or abandonment thereof shall be referred to the Dispute Resolution Committee constitute by Director IIT Goa if still not 
resolve shall be referred to conciliation/mediation/arbitration as per the prevailing provision of law for the State of Goa.  
The sole conciliation/mediation/arbitration shall be the appointed by the Director-IIT Goa. It will be no objection to any 
such appointment that the conciliation/mediation/arbitration so appointed is as Government servant, that he had to deal 
with the matters to which this Agreement relates and that in the course of his duties as such/Government servant he 
had expressed views on all or any of the matters in dispute or difference. The award of the 
conciliation/mediation/arbitration so appointed shall be final, conclusive and binding on all parties to this contract. 
 

11. (1) Whenever any claim, against the contractor for the payment of a sum or money arises out of or under the contract. 
Government shall be entitled to recover such sum by appropriating in part or whole, the security deposit of the 
contractor. Forming the whole or part of such security. In the event of security being insufficient or if no security has 
been taken from the contractor then the balance or the total sum recoverable, as the case may be, shall be deducted 
from any sum then due or which at any time thereafter may become due from the contractor under this or any other 
contract with Government should this sum be not sufficient to cover the full amount recoverable the contractor shall pay 
to Government on demand the balance remaining due. 

 (2) Government shall have the right to cause an audit and technical examination of the works and the final bill of the 
contractor including all supporting vouchers, abstracts etc., to be made after payment of the final bill and if as a result of 
such audit and technical examination any sum is found to have been overpaid in respect of any work done by the 
contractor under the contract or any work claimed by him or have been done by him under the contract and found not to 
have been executed the contract shall be liable to refund the amount of the over payment and it shall be lawful for 
Government to recover the same from him in the manner prescribed in sub-clause (1) of this clause or in any other 
manner legally permissible and if as a result of audit and technical examination it is found that the contractor was paid 
less than what was due to him under the contract in respect of any work executed by him under it, the amount of such 
under payment shall be duly paid by Government to the contractor: 

   
PROVIDED that Government shall not be entitled to recover any sum overpaid nor the contractor shall be 

entitled to payment of any sum paid short where such payment has been agreed upon between the Engineer-in-Charge 
on the hand and the contractor on the other under any term of the contract permitting payment for work after 
assessment by the Engineer-in-Charge. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



ADDITIONAL TERMS & CONDITIONS 
 

1) The rates quoted must be valid for 90 days from the date of opening of the quotation. 

2) The quoted rates shall be inclusive of all prevalent taxes, cess, royalty, workers cess etc as applicable on the last date of 
bid submission and nothing extra shall be paid to the contractor on this account.  

3) Those contractors not registered on the CPP Portal, are required to get registered beforehand. The necessary training 
materials including the videos with step to step process are available on CPP portal. The institute shall not be 
responsible for whatsoever case in this regard. 

4) The intending bidder must have valid class digital signature to submit the quotation. Contractor can upload documents in 
the form of JPG format and PDF format only. 

5) The quantities given in the schedule of work for all the items are tentative. The work shall be carried out as per actual 
requirements as approved by the Engineer-in-Charge. IIT Goa reserves the right to increase or decrease the quantity 
and/or amount of work. In this regard, decision of IIT Goa will be final. 

6) IIT Goa reserves the right to reject any quotation or part or the whole of inviting quotation process without assigning to 
any reason. The decision of the Competent Authority of IIT Goa will be final and binding. 

7) Mere becoming the lowest bidder, prior to financial bid scrutiny will not give any right to the lowest bidder to claim that he 
is successful in the bidding process. The successful bidder (L1) shall be decided only after following due procedure. 

8) Water and Power/ electricity supply required for construction, testing & commissioning shall have to be provided to the 
contractor on payment basis as per the institute norms or else it is to be arranged by the contractor.  

 
9) The work shall be carried out as per the instructions of the Engineer-in-Charge and strictly in accordance with the terms, 

conditions and specifications as per CPWD norms, in the approved workman like manner and as per standard practice. 
Bad workmanship is liable to be rejected in toto. The decision of Engineer-in-Charge in this regard shall be final and 
binding. 

 
10) The contractor has to make his own arrangements for the watch and ward of the materials and other installations till the 

installation/work is completely handed over to the department. No extra claim will be entertained on account of this. Any 
damage to the materials during or under storage s will be to the contractor's account. 
 

11) Payment Clause: Payment will be only after successful completion of work duly certified by the Engineer-In-Charge 
based on the actual measurement of work done only against GST Invoice accompanied by all necessary documents 
such as measurement sheet, test reports etc. The institute shall deduct from the RA/Final bills, the TDS, GST and labour 
cess as applicable. 

 
12) Deviations/ Variations Extent and Pricing: 

 
12.1 The time for completion of the work shall, in the event of any deviations resulting in additional cost over 

the tendered value, be extended if requested by the contractor, as follows: (i) In the proportion to the 
additional cost of work, bears to the original contract amount plus (ii) 25% of the time calculated in (i) 
above. 

 
12.2 Deviation, Extra Items and Pricing Extra items are those which are not available in the contract.  

a) Schedule Extra Item:  
For percentage rate tenders, the extra item(s) which are available in the CPWD DSR, 
enhanced/reduced by the applicable cost index and further enhanced/reduced by the percentage 
above/ below quoted by the contractor on estimated cost put to tender. 
For item rate tenders, the extra item(s) which are available in the CPWD DSR, enhanced/reduced 
by the applicable cost index and multiplied by (tendered amount divided by estimated cost put to 
tender). 

b) Non-Schedule Extra Item:  
In the case of extra item(s) which are not available in the CPWD DSR, the contractor may within 
fifteen days of the receipt of order to execute the extra item or occurrence of the item(s), submit 
analysis of rate of extra item(s) based on the rates of material available in CPWD DSR and market 
rates of material which are not available in CPWD DSR. For this purpose, the basic rate of material 
available in CPWD DSR will be enhanced or reduced by the applicable cost index, as the case may 
be. 
The rates of material which are not available in CPWD DSR shall be based on, tax paid bills for 
material as defined in manufacturer’s specifications. 
Material rates from CPWD DSR rates shall be given priority in the analysis of rates.  
The rates of extra item will be : 
I) Analyzed rates as above multiplied by (tender amount divided by estimated amount put to 
tender), if tendered amount is below estimated amount put to tender. 
II) Analyzed rate, if the tendered amount is above the estimated amount put to tender. 
 

12.3 Deviation, Deviated Quantities, Pricing  
All the deviated quantities shall be paid at agreement rates. Extent of Deviations is 100% 

 
 
 



13) Security Deposit: The contractor whose quotation is accepted will also be required to furnish by way of Security Deposit 
for the fulfillment of his contract, an amount equal to 2.5% of the executed amount of work. The Security deposit will be 
collected by deductions from the running bills as well as final bill of the contractor at the rates mentioned above. The said 
security deposit shall be returned after satisfactorily completion of defect liability period. This security deposit shall be 
forfeited if he/they fails to comply with any of the conditions of the contract. No interest shall be paid on the security 
deposit 

 
14) Warranty / Defect Liability Period – 06 months on complete work from date of completion of work. 
 
15) Materials required for satisfactory completion of work shall be of approved quality, make, grade etc. and of/or conforming 

to the Indian Standard Specifications (Latest revision) wherever applicable and approved by the Engineer-in-charge 
before use.  

 
16) The contractor shall have to obtain prior approval from the Engineer-in-charge before placing the order for any specific 

materials. The Engineer-in-Charge may approve any of the makes /Brands out of the preferred list. All the materials to be 
used in the work shall be got approved by the Engineer-in-charge prior to their actual in the work. 

 
17) The material to be used in the work shall be procured only from authorized sources/dealers/distributors, and 

documentary evidence to this effect shall be submitted as and when desired to the Engineer-in-Charge or his 
representative failing which the Engineer-in-charge reserves the right to reject the materials in toto. 

 
18) All repairs and patch works shall be neatly carried out to match with the original finish by the contractor to the entire 

satisfaction of the Engineer-in-charge. 
 
19) All the debris due to the Installation work shall be cleared every now and then, and the site shall be kept clean by the 

contractor at all times. The Institute will not be liable for any costs related to consumables, tools, labour, service engineer 
visits, or other site materials. 

 
20) The contractor or his authorized representative will have to sign the site order book and comply with the remarks therein 

every now and then. 
 
21) Indemnity: The successful bidder shall at all times indemnify the department, consequent on this works contract. The 

successful bidder shall be liable, in accordance with the Indian law and regulations for any accident occurring due to any 
cause and the contractor shall be responsible for any accident or damage incurred or claims arising there from during the 
period of erection, construction and putting into operation the equipment’s and ancillary equipment under the supervision 
of the successful bidder in so far as the latter is responsible. The successful bidder shall also provide all insurance 
including third party insurance as may be necessary to cover the risk in his own interest. No extra payment would be 
made to the successful bidder on account of the above. 

 
22) Conformity to IE Act, IE Rules, and standards:  All electrical works shall be carried out in accordance with the 

provisions of Indian Electricity Act, 2003 and Indian Electricity Rules, 1956 amended up to date (Date of call of NIQ 
unless specified otherwise). 

 
23) Corrigendum / Addendum to this NIQ, if any, will be uploaded on the CPPP/ Institute website. Prospective bidders are 

advised to regularly visit the CPPP/Institute website for updates up to the last date of bid submission. The Institute shall 
not be responsible for any omission or oversight in this regard. 

 
24) Disputes: In the event of any dispute or disagreement arising between the contractors and IIT Goa with regard to the 

interpretation of “Terms & Conditions” of this inquiry, the same shall be referred to the Competent Authority of IIT Goa, 
whose decision will be final and binding upon the contractor. 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



                                                           LIST OF PREFERRED MAKES 
 
 

S.No Item Make 

1 MCB, ELCB, RCCB, DB, and 
RCBO, DB board shall be of same 
make of MCB, ELCB, RCCB, DB, 
RCBO. 

SIEMENS, L&T , SCHNEDIER , LEGRAND, 
ABB, HAGER. 

2 LT Cables, 1.1 KV Grade. Havells/Finolex/KEI/Grandley/RR  Kabel/ 
Polycab 

3 FRLS Cooper wires and cables, 
1.1KV grade. 

Havells/Finolex/KEI/Grandley/RR  Kabel/ 
Polycab 

4 Lugs and Ferrules DOWELLS, JAINSON 

5 Brass Compression Gland (Heavy 
duty) 

COMMEX, GRIPWELL, HENSEL, 
DOWELLS, 

6 Cable Lugs & Thimbles DOWELL, ASIAN, ACTION 

7 PVC Conduits and Accessories (ISI 
Marked, Heavy duty) 

BEC, PRECISION, POLY-PACK, AKG, 
POLYCAB 

8 Straight through Joint Kit Raychem/3M 

9 Street /landscape LED Light Fixtures PHILIPS, CROMPTON, WIPRO, HAVELLS, 
SCHREDER, OSRAM. 

10 Polycarbonite Junction/Meter box Hensel/Clipsal/Syntex/ GED Approved 

11 Fasteners HILTI, FISCHER, BOSCH, WUNH 

12 DWC Pipe Tirupati, Gemini, Rex ,TRICOLITE 

13 Modular Switch Sockets etc Anchor ROMA, Legrand, Hager, Crabtree 

14 Cement ACC, Ultratech, JK Cement 

15 Concrete Hardener Fosroc, Sika, Dr. Fixit 
 

Note:  
1. Unless otherwise specified, the brand/make of the material as specified in the item nomenclature or 

in the particular specifications or in the list of preferred makes in the bid, shall be used in the work 
2. Engineer in Charge reserves the right to Add/Delete any material makes in the list of preferred 

makes. 
. 
 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
SCHEDULE OF QUANTITIES  

 
Name of the Work: Making temporary lighting arrangement for erstwhile IHM&CT 

Campus 
 
 

Sr.No Description  Qty Unit 

 
Sub Head A: Electrical Work 

  

1 
Supplying of 1.1 kV, XLPE or Heat resistant PVC insulated, PVC exutruted Inner Seath 
Armoured LTUG Cable as per IS-1554 (Part-1) or IS-7098 Part-1, Armouring strip thickness 
and resistivity as per IS-3975 

  

1.1 3.5C x 95 sq.mm Aluminium Conductor 500 Mtr 

2 Supply and laying of Service cable-4 sq.mm with terminations 200 Mtr 

3 

Laying of one number PVC insulated and PVC sheathed / XLPE 
power cable of 1.1 KV grade of following size in the existing 
RCC/ HUME/ METAL pipe as required. 
Above 35 sq. mm and upto 95 sq. mm 

460 Mtr 

4 

Laying of one number PVC insulated and PVC sheathed / XLPE power cable of 1.1 KV 
grade of following size direct in ground including excavation and refilling the trench etc as 
required, but excluding sand cushioning and protective covering. 
Above 35 sq. mm and upto 95 sq. mm 

40 Mtr 

5 

Supplying and fixing following way, horizontal type three pole and neutral, sheet steel, MCB 
distribution board, 415 V, on surface/ recess, complete with tinned copper bus bar, neutral 
bus bar, earth bar, din bar, interconnections, powder painted including earthing etc. as 
required. (But without MCB/RCCB/Isolator). 

  

5.1 4 way (4 + 12), Double door 1 Each 

6 

Providing and fixing following rating and breaking capacity and pole MCCB with 
thermomagnetic release and terminal spreaders in metal enclosure including drilling holes 
in,making connections, Ics=100% Icu and Operational 
Voltage 690V etc. as required. 

  

6.1 100 A,30KA,FPMCCB 1 Each 

7 
Supplying and fixing following 4pole MCB of rated ampere in existing Distribution board 
including terminations and complete   

7.1 63A 1 Each 

8 
Supplying and fixing 5 A to 32 A rating, 240/415 V, 10 kA, "C" curve, miniature circuit breaker 
suitable for inductive load of following poles in the existing MCB DB complete with 
connections, testing and commissioning etc. as required. 

  

8.1 SP MCB 4 Each 

8.2 DP MCB 4 Each 

9 

Supplying and making end termination with brass compression gland and aluminium lugs for 
following size of PVC insulated and PVC sheathed / XLPE aluminium conductor cable of 1.1 
KV 
grade as required. 
3½ X 95 sq. mm (45mm) 

2 Each 

10 
Supplying and fixing following size/ modules, GI box along with modular base & cover plate 
for modular switches in recess etc. as required. 
6 Module (200mmX75mm) 

2 Each 

11 
Supplying and fixing following modular switch/ socket on the existing modular plate & switch 
box including connections but excluding modular plate etc. as required.   

11.1 5/6 A switch 2 Each 

11.2 15/16 A switch 2 Each 



11.3 3 pin 5/6 A socket outlet 2 Each 

11.4 6 pin 15/16 A socket outlet 2 Each 

12 

LED Flood Light, powder coated pressure die cast aluminium (System lumen efficacy ≥105 
<120 lm/Watt). Supplying, Installation, Testing & Commissioning of Flood Light, powder 
coated pressure die cast aluminium body with built in or separate driver as per the 
requirement with Driver efficiency >85%, Input voltage: Input voltage: 140-270 Volt AC, 
frequency 50/60 hz, Operating temp range -5 0C to 50 0C, internal surge protection of 5 KV 
L,N,E as perIEC 61000-4-5, Driver efficiency >85%,THD < 10% as per IEC 61000-3-2, P. 
F.≥0.95, IP-66,IK-10, CRI >70, under voltage and over voltage protection, EMI-EMC as per 
CISPR -15, lenses for beam angle 30 deg-120deg as per the application and the project 
requirement., suitable tilt able fitting, life time (LED, Driver & electrical circuitry) of minimum 
50000 Burning Hours with 70% of initial Lumen maintained till life ends as per LM80 
extrapolation IES TM-21-11 report, CCT 3000°K /4000°K / 5700°K /6500°K (As per ANSI 
Bin) ,SDCM(Standard Deviation Color Matching) <5, 
Maximum power consumption should not more than the specified rating and Fixture shall be 
of relevant BIS standard complete in all respect i/c external connections with 1.5 sq mm 
FRLS/HFFR, PVC insulated copper conductor single core cable and earthing etc. as 
required with Minimum 5 year OEM warranty. System lumen efficacy ≥105 <120 lm/Watt 
output .LM79 & LM80 Test report and all testing required for LED fixtures as per BIS shall be 
submitted.. Shape size and CCT shall be as approved by Engineer-in-Charge as per 
requirement. (Thermal management: heat sink of aluminium housing such that LED junction 
temperature shall not rise above 90°C) 

  

12.1 200 watt 7 Each 

 
Sub Head B: Civil Work 

  

13 

Earth work in excavation by mechanical means (Hydraulic excavator)/manual means over 
areas (exceeding 30 cm in depth, 1.5 m in width as well as 10 sqm on plan) including getting 
out and disposal of excavated earth lead upto 50 m and lift upto 1.5 m, as directed by 
Engineer-in-charge. i) Hard Rock (blasting prohibited) 

5.25 cum 

14 

Providing and laying in position cement concrete of specified grade excluding the cost of 
centering and shuttering - All work up to plinth level : i) 1:2:4 (1 Cement : 2 coarse sand 
(zone-III) derived from natural sources : 4 graded stone aggregate 20 mm nominal size 
derived from natural sources) 

5.25 cum 

15 
Providing and supplying bamboo of minimum dia 25mm and minimum height 6 metres for 
laying of overhead electricity cable 

80 Each 

 


